MD 22 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION
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GENERAL NOTE _ -
PROPOSED HANDHOLES SHALL BE LOCATED A MAXIMUM 200 FT. APART.
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CONSTRUCTION DETAILS

C. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. INSTALL
12 PAIR COMMUNICATION CABLE AND QUICK CONNECT BLOCK AND
"HARNESS FOR TELENMETRY INTERFACE PANEL. ,
USE EXISTING CONDUIT. INSTALL 12-PAIR COMMUNICATION CABLE.
USE EXISTING HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE.
INSTALL 3 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL
CONDUIT (TRENCHED). INSTALL 12-PAIR COMMUNICATION CABLE.
INSTALL HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE.
INSTALL 3 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL
CONDUIT (BORED). INSTALL 12-PAIR COMMUNICATION CABLE.
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"TRAFFIC ENGINEERING DESIGN DIVISION
INTERCONNECT PLAN

Office of Traffic & Safety

MARYLAND DOT - STATE HIGHWAY ADMINISTRATION

MD 22 FROM [-95 TO U.S. 40
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